Welcome to FfireCat

Firetrol®

RELEASE NOTES

NOTICE

THIS CATALOG CONSISTS OF INFORMATION AVAILABLE AT THE TIME OF PUBLICATION.
FOR ADDITIONAL PRODUCT INFORMATION, PLEASE CONSULT OUR WEBSITE AT

WWW.FIRETROL.COM
OR CONTACT YOU LOCAL REPESENTATIVE OR FIRETROL DIRECTLY AT

PHONE 919.460.5200
FAX 919.460.5250













Alarm Panels FFireCat

Firetrol®

FTA200 A & B FOR ELECTRIC FIRE PUMP CONTROLLERS

FTA200 F & G FOR DIESEL ENGINE FIRE PUMP CONTROLLERS
FTA200 D & E LOW SUCTION PRESSURE SHUTDOWN ALARM PANELS
VIEW BROCHURE

SUBMITTAL PACKAGE

RETURN
TO
MAIN MENU




Alarm Panels FTA200 A& B

For Electric Fire Pump FireCat

P Controllers

SPECIFICATIONS
SELECTION DATA SHEET
PRODUCT DESCRIPTION INFORMATION

DIMENSIONAL DRAWING
WIRING SCHEMATIC / FIELD CONNECTION DRAWING

RETURN
TO
MAIN MENU







Alarm Panels FTA200D & E

Low Suction Pressure FireCat

P Shutdown Alarm Panels

SPECIFICATIONS
SELECTION DATA SHEET

PRODUCT DESCRIPTION INFORMATION
DIMENSIONAL DRAWING
WIRING SCHEMATIC / FIELD CONNECTION DRAWING

RETURN
TO
MAIN MENU




‘ Jockey Pump Controllers | fFireCat

Firetrol®

FTAS500 - FULL VOLTAGE STARTING
FTA516 - WYE DELTA OPEN TRANSITION STARTING
VIEW BROCHURE

RETURN
TO
MAIN MENU




FTAS00

Full Voltage Starting FireCat
Jockey Pump Controllers

Firetrol®

SPECIFICATIONS

SELECTION DATA SHEET

PRODUCT DESCRIPTION INFORMATION
DIMENSIONAL DRAWINGS

WIRING SCHEMATIC / FIELD CONNECTION DRAWING
SUBMITTAL PACKAGE (3 PHASE)

SUBMITTAL PACKAGE (SINGLE PHASE)
INSTRUCTIONS

RETURN
TO
MAIN MENU




FTAS00

Full Voltage Starting FireCat

P Jockey Pump Controllers

WIRING SCHEMATIC / FIELD CONNECTION DRAWING
@ WIRING SCHEMATIC / FIELD CONNECTION DRAWING (SINGLE PHASE)

RETURN
RE;gRN TO RETURN
FTAS00 Jgg 3 MAINT?IIENU
MENU MAIN MENU




FTAS00

Full Voltage Starting FireCat
Jockey Pump Controllers

Firetrol®

DIMENSIONAL DRAWING - TYPE 2 ENCLOSURE
DIMENSIONAL DRAWING - TYPE 3R ENCLOSURE
DIMENSIONAL DRAWING - TYPE 4/4X/12 ENCLOSURE
@ DIMENSIONAL DRAWING - TYPE 2 ENCLOSURE (SINGLE PHASE)
@ DIMENSIONAL DRAWING - TYPE 3R ENCLOSURE (SINGLE PHASE)
@ DIMENSIONAL DRAWING - TYPE 4/4X/12 ENCLOSURE (SINGLE PHASE)

RETURN

RETURN
TO RETURN

TO
FTAS00 - MAIN MENU




FTA516
Wye-Delta Open Starting

P Jockey Pump Controllers

SPECIFICATIONS

SELECTION DATA SHEET

PRODUCT DESCRIPTION INFORMATION
DIMENSIONAL DRAWINGS

WIRING SCHEMATIC / FIELD CONNECTION DRAWING
SUBMITTAL PACKAGE

INSTRUCTIONS

RETURN
TO
MAIN MENU

FireCat













FTA750

Limited Service FireCat
Controllers

Firetrol®

SPECIFICATIONS

SELECTION DATA SHEET

PRODUCT DESCRIPTION INFORMATION
DIMENSIONAL DRAWINGS

WIRING SCHEMATIC

FIELD CONNECTIONS

VIEW BROCHURE

INSTRUCTIONS (FULL\CONDENSED)
SUBMITTAL PACKAGES

RETURN TO
MAIN MENU




FTA975/976

Power Transfer Switches
for Use With

Firetrol® FTA750 Limited Service Controllers

SPECIFICATIONS
SELECTION DATA SHEET

PRODUCT DESCRIPTION INFORMATION
DIMENSIONAL DRAWING

WIRING SCHEMATIC (FTA975 ONLY)
FIELD CONNECTION DRAWING

RETURN
TO RETURN
TRANSFER TO
SWITCH MAIN MENU

[FireCat




FTA901-951 )
Power Transfer / Bypass-Isolation Flr eCa t

Firetrol® Switches

SELECTION DATA SHEET
BROCHURE

SPECIFICATIONS

RETURN
TO RETURN
TRANSFER TO
SWITCH MAIN MENU
MENU




Separately Mounted .
Power Transfer Switches r Ir ecat

Firetrol®

FTA902 - FOR USE WITH GENERATOR ALTERNATE SOURCE
DISCONNECTION MEANS / OVERCURRENT PROTECTION BY OTHERS

FTA903 - FOR USE WITH GENERATOR ALTERNATE SOURCE
DISCONNECTION MEANS / OVERCURRENT PROTECTION BY FIRETROL

FTA952 - FOR USE WITH SECOND UTILITY ALTERNATE SOURCE
DISCONNECTION MEANS / OVERCURRENT PROTECTION BY OTHERS

FTA953 - FOR USE WITH SECOND UTILITY ALTERNATE SOURCE
DISCONNECTION MEANS / OVERCURRENT PROTECTION BY FIRETROL

RETURN
TO RETURN
TRANSFER TO
SWITCH MAIN MENU




FTA902 ]
Power Transfer Switch for Use With Flr eca t

Firetrol® Generator Set Emergency Source

SPECIFICATIONS
PRODUCT DESCRIPTION INFORMATION

SELECTION DATA SHEET
DIMENSIONAL DRAWINGS
WIRING SCHEMATIC
PRODUCT BROCHURE

RETURN
TO RETURN
TRANSFER TO
SWITCH MAIN MENU
MENU
















FTA903, 953 .
Dimensional Drawings FireCat

Firetrol®

CLICK ON THE APPROPRIATE VOLTAGE AND HORSEPOWER RANGE.
THE APPLICABLE DIMENSIONAL DRAWING WILL BE SHOWN.

LINE
VOLTAGE [ H.P. RANGE | H.P. RANGE

200 15-100 125-250
208 15-125 150-250
220 - 240 15-125 150-300
380 - 415 15-200 250-500
440 - 480 15-250 300-600
550 - 600 15-300 350-700

SEPARATELY TRANSFER RE%RN
MOUNTED SWITCH
MENU MENU MAIN MENU

RETURN TO RETURE TO




FTA1100J

Diesel Engine FireCat
Controller

Firetrol®

SPECIFICATIONS

SELECTION DATA SHEET

PRODUCT DESCRIPTION INFORMATION

DIMENSIONAL DRAWINGS

WIRING SCHEMATICS

FIELD CONNECTION DRAWING

SUBMITTAL PACKAGES (Dimensional, Wiring and Field Connection Drawings)
VIEW BROCHURE (English \ Espaiiol)

INSTRUCTIONS (FULL\CONDENSED)

RETURN
TO
MAIN MENU




FTA1100H )
Diesel Engine Controller | FFireCat
. For C1, D2 Hazardous Locations
Firetrol®

SPECIFICATIONS
SELECTION DATA SHEET
PRODUCT BROCHURE (English / Espafiol)

RETURN
TO
MAIN MENU




FTA1100J

Diesel Engine FireCat
Controllers

Firetrol®

DIMENSIONAL DRAWING - STANDARD WALL MOUNT
DIMENSIONAL DRAWING - WITH N31 12" FLOOR MOUNTING LEGS
DIMENSIONAL DRAWING - WITH N32 6" BASE MOUNTING LEGS
@ DIMENSIONAL DRAWING - FUEL LEVEL SWITCH 16”
@ DIMENSIONAL DRAWING - FUEL LEVEL SWITCH 25”

RETURN
TO
MAIN MENU




FTA750 .
Dimensional Drawings Flrecat

Firetrol®

STANDARD FTA750
FTA750 WITH POWER TRANSFER SWITCH

HELL RETURN
FTA750 Je
AT MAIN MENU




FTA750 .
Submittal Packages FireCat

Firetrol®

STANDARD FTA750

FTA750 WITH FTA975 POWER TRANSFER SWITCH FOR EMERGENCY GENERATOR
SECOND SOURCE

RETURN RETURN
FTA750 e
AT MAIN MENU






